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@ Drain pipe
@ Liquid pipe
© Gas pipe

Units: mm

D (Suspension bolt pitch)

C (Indoor unit)

B (Ceiling)

A (Decoration panel)

OVERALL DIMENSIONS OF THE OUTDOOR UNIT

Dimensions/
Model
_CH-ICO71RK2
CH-ICO85RK2 950 890 840 680 780 200 135
_CH-IC100RK2
CH-IC125RK2 950 890 840 680 780 240 135
890 840 680 780 290 135
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Units: mm
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Dimensions/

Model ‘
CH-IU035RK2 732 330 553 455 310 675 285
CH-IUO50RK2 802 350 555 512 331 745 300
CH-IUO71RK2 958 402 660 570 n 889 340
CH-IUO85RK2 958 402 660 570 3n 889 340
CH-IUT00RM2 1020 | 427 820 635 396 940 310
CH-IU125RM2 1020 | 427 820 635 396 940 370
CH-1U140RM2 1020 | 427 820 635 396 940 370
CH-IU160RM2 1070 = 427 960 755 396 990 310

Performance and consumption data are determined at the following air parameters
Cooling: indoor temperature DB/WB: 27/19°C, outdoor temperature DB/WB: 35/24°C
Heating: indoor temperature DB/WB: 20/15°C, outdoor temperature DB/WB: 7/6°C

COMMERCIAL EQUIPMENT MODEL RANGE | 2025



R2 SERIES INVERTER COMMERCIAL AIR CONDITIONERS

TECHNICAL SPECIFICATIONS

Cooling kw 35 50 71 85 105
Canact Btu/h 11900 17000 24200 29000 35800
pacity Heatin kw 4.0 54 78 838 15
g Btu/h 13600 19100 26600 30000 39200
EER/COP 3.80/4.00 3.40/3.50 350/3.90 3.40/3.90 3.40/3.90
SEER/SCOP. 710/4.20 6.60/4.00 6.70/4.30 6.90/4.30 6.60/4.40
A+ /A A+ /A+ A+ /A+ A+ /A+ A+ /A+
r supply V/Hz/Ph ~220-240V/50Hz/1Ph
. Cooling kw 0.92 147 9,03 250 310
Powerinput - ving kW 100 160 200 295 295
. Cooling A 440 7.00 970 11.40 14.80
Current input 1 ~ting A 1,80 765 940 1030 14,10
Refrigerant charge volume kg 0.57 0.85 1.50 1.50 210
Indoor unit

Air flow volume (SH/H/M/L) CFM 353/324/994/735 491,/%83/353/991, 6447/588/529/L70 824,/765/6147/588 883/824/710/589
m¥/h 600/550/500/400 720/650/600/500 i 1100/1000/900/300: 1400/1300/1100/1000 :1500/1400/1200/1000

Sound pressure dB(A) 36/35/33/29 43/11/39/35 39/38/36/34 47/66/49 /78 43/11/39/38

Dimension Outline mm 570x570x260 570x570x260 840x840x200 840x840x200 840x840x240

mm 698x653%295 698%653%295 943%923%245 943x923x245 933x903%272

kg 16.5/21.0 16.5/21.0 21.0/27.0 21.0/27.0 23.0/29.0
TFO5 TFO4

mm 620x620x47.5 620x620%47.5 950x950%52 950%950x52 950x950%52

693x693x115 693x693x115 1033x1020x110 1033x1020x110 1033x1020x110

Sound pressure dB(A) 48 52 55 57 57
Dimension Outline mm 675%285x553 745x300x555 889x340x660 889x340x660 940x370x820
(WxDxH) Package mm 794x376x605 872x398x609 1032x456x730 1032x456x730 1093x497885
Net weight/Gross weight kg 94,5/77.0 30.5/33.0 415/45.0 46,0/50.0 65.0/72.0
] Liquid pipe inch 1/4(6.35) 1/4.(6.35) 3/8(9.52) 3/8(9.52) 3/8(9.52)
Connecting  Gas pipe (mm) 3/8(9.52) 1/2.02.) 5/8(15.9) 5/3(15.9) 5/3(15.9)
PIpe Max. distance m 15/30 20/30 20/30 25/30 30/75
‘Indoor unit_.
‘Outdoor unit
Cooling kw 121 134 105 121 134 TS
Capacity Btu/h 41200 45700 35800 41200 45700 49400
Heatin kw 135 155 15 135 155 170
g Btu/h 46000 52900 39200 46000 52900 58000
EER/COP 310/3.40 291/330 3.40/3.90 310/3.40 291/3.30 274/298
SEER/SCOP. 610/4.10 6.30/4.00 6.60/4.40 4.10/4.10 6.30/4.00 610/4.00
At+/A+ At+/A+ Ar+/A+ At+/A+ At+/A+ Ar+/A+
| V/Iil(z/Ph ~220-240V/50Hz/1Ph ~380-415V/50Hz/3Ph
Cooling W 390 4,60 310 390 460 530
Power '“p”t Healtinq kw 397 470 295 397 4.70 570
. Cooling A 18.60 21.00 490 6.20 700 9.00
Current input 10 ting A 19.00 2150 470 630 710 820
Refrigerant charge volume kg 2.5 2.30 210 2.25 2.30 350
Indoor unit

Air flow volume (SH/H/M/L) CFM _1000/883/765/647 - 1177/1059/942/824 . 883/824/710/589. 1000/883/765/647 : 1177/1059/942/824 - 1354/1235/118/941
m?/h.__.. 1700/1500/1300/1100. . 2000/1800/1600/1400 .. 1500/1400/1200/1000 ;. 1700/1500/1300/1100... 2000/1800/1600/1400.; 2300/2100/1900/1600

Sound pressure dB(A) 43/46/43/39 50/48/45/41 43/11/39/38 43/46/43/39 50/48/45/41 52/50/48/hts

Dimension Outline mm 8L0x840x240 840x840x290 840x840x240 8L0x840x240 840x840x290 8L0x840x290

(WxDxH) Packane mm 933x903x272 933%903x%335 933%903x272 933x903x272 933%903x%335 933x903x335

Net weight/G kg 23.0/29.0 25.0/32.0 23.0/29.0 23.0/29.0 25.0/32.0 26.0/33.0
TF06

mm 950x950x52 950x950x52 950x950x52 950x950x52 950x950x52 950x950x52
1033x1020x110 1033x1020x110 1033x1020x110 1033x1020x110 1033x1020x110 1033x1020x110

Sound pressure 60
Dimension  Outline mm. . 940x30x820.. . 940X370x820 .. . 940x3I0X820... . 940X370x820 .. 940x370X820.... . 990x370x960
(WxDxH)_ Package mm_ 1093x97x885. . 1093x497x885 1093x497x885. . 1093x497x885  1093x497x885.. . 11S3x73x1110
Net weight/Gross weight kg 66.0/73.0 73.0/30.0 75.0/320 76,0/83.0 810/88.0 94.0/103.0
_ Liquid pipe inch 3/8.(9.52) 3/8.(9.52) 3/3.(0.52) 3/3.(0.52) 3/3.(9.52) 3/3.0.5)
Connecting  Gas pipe (mm)._....5/8(159) 5/8.(159) 5/8.159) 5/8.159) 5/8.(159) 5/8.159)
pipe Max. distance m 30/75 30/75 30/75 30/75 30/75 30/75

(Height/Length)
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