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OVERALL DIMENSIONS OF THE INDOOR UNIT

CH-IDS035PRK2,CH-IDSO50PRK2, CH-IDS071PRK2,CH-IDSO85PRK2,
CH-IDH140PRK2, CH-IDHT60PRK2. CH-IDH100PRK2,CH-IDH125PRK2.
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Units: mm

Dimensions/Model
CH-IDS035PRK2 760 415 700 200 450 486
CH-IDS050PRK?2 1060 415 1000 200 450 486
CH-IDS071PRK2 942 590 900 260 655 692
CH-IDHO85PRK?2 942 590 900 260 655 692
CH-IDH100PRK2 1381 585 1340 260 655 697
CH-IDH125PRK2 1381 585 1340 260 655 697
CH-IDH140PRK?2 1440 500 1400 300 700 754
CH-IDH160PRK?2 1440 500 1400 300 700 754

OVERALL DIMENSIONS OF THE OUTDOOR UNIT

F
= = Units: mm
F %% Dimensions/Model - A -
% % CH-IUO35RK2 732 330 553 455 310 675 285
] © CH-IUO50RK2 802 350 555 512 331 745 300
% % CH-IUO71RK2 958 402 660 570 3N 889 340
I CH-IUO8SRK2 958 402 660 570 3n 889 340
B A B B CH-IUT00RM2 1020 427 820 635 396 940 370
CH-IU125RM2 1020 427 820 635 396 940 370
CH-1U140RM2 1020 427 820 635 396 940 370
o CH-IU160RM2 1070 427 960 755 396 990 370
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R2 SERIES INVERTER COMMERCIAL AIR CONDITIONERS

TECHNICAL SPECIFICATIONS

Cooling kw 35 5.3 7] 8.5 10.5 12.]
Capacity Btu/h 11900 18000 24200 29000 35800 41200
Heating kw 4.0 5.6 8.0 8.80 1.5 13.5
Btu/h 13600 19100 27200 30000 39200 46000
EER/COP 3.40/4.00 3.50/3.95 3.70/4.00 3.40/3.90 3.50/4.10 3.38/3.65
SEER/SCOP 6.50/4.00 6.30/4.00 6.60/4.10 6.40/4.10 6.40/4.20 610/4.10
Energy efficiency grade At++/A+ At++/A+ At++/A+ A++/A+ A++/A+ At++/A+
Power supply V/Hz/Ph ~220-240V/50Hz/1Ph
. i kw 1.03 1.51 1.92 2.50 3.00 3.58
Power input kw 1.00 1.42 2.00 205 280 370
. A 490 120 920 11.40 14.35 17.2
Current input 1 ting A 1,80 680 960 1030 134 17
Refrigerant charge volume ko 0.57 0.85 1.50 1.50 210 2.25
Indoor unit

Air flow volume (SH/H/M/L) CFM | 353/304/294/235 ' S30/471/412/353.  6L7/588/529/670 - 824/765/647/588 - 1000/941/824/710 : 1177/1059/941/824
m/h.......600/550/500/400....900/800/700/600.... 1100/1000/900/800 . 1400/1300/7100/1000.. 1700/1600/1400/1200. 2000/1800/1600/1400

ESp Rated Pa 2 2% 2% 37 ki 50
Range Pa 0-80 0-80 0-160 0-160 0-160 0-160
Sound pressure dB(A) 35/33/32/30 36/35/33/31 37/35/33/31 43/01/%9/31 39/38/31/36 43/62/11/50
Dimension  Outline mm 700x450x200 - 1000x450x200 900x455x260 900x455%260 1340x655x260 ©  1340x455x260
(WxDxH) Package mm 1008x568x275 ©  1308x568x275 M5x772x320 1M15x772x320 1568%770x323 1568%770x323
Sound pressure dB(A) 48 52 55 57 57 58
Dimension  Outline mm 675%285x553 745x300x555 889x340x660 889x340x660 940x370x820 940x370x820
(WxDxH) Package mm 794x376x605 879x398x409 1032x456x730  © 1032x456x730 | 1093x497x885 i 1093x497x885
Net weight/Gross weight kg 24.5/270 30.5/33.0 £1.5/45.0 46.0/50.0 05.0/72.0 66.0/73.0
] Liquid pipe inch 1/4.(6.35) 1/4.(6.35) 3/8(9.52) 3/8(9.52) 3/8(9.52) 3/8(9.52)
gppnenectlng Gas pipe (mm) 3/8(9.52) 1/2.02.7) 5/8.(159) 5/8.(15.9) 5/8(159) 5/8(159)
i D
(’Jgg’h‘;,ﬂ'n;tgnce m 15/30 20/30 20/30 25/30 30/75 30/75
CH- IDH]OOPRKZ [ CH- IDH125PRK2 E o CH IDH1AOPRK2 E O CH IDH160RK2
Coolin kW 134 : 105 : 121 : 13.4 : 160
Capacit 9 Btu/h 45700 35800 41200 45700 54500
pacity Heatin kw 15.50 1.5 135 15.50 170
9 Btu/h 52900 39200 46000 52900 53000
EER/COP 2.98/3 44 3.50/4.10 3.38/3.65 2.98/3.44 2.96/3.02
SEER/SCOP 6.10/4,00 6.40/4.20 6.10/4.10 6.10/4.00 6.10/4.00
‘Energy efficiency grade A++/A+ At++/A+ A++/A+ At+/A+ At+/A+
‘Power supply V/Hz/Ph_: ~220-240V/50Hz/1Ph ~380-415V/50Hz/3Ph
. kw 4,50 3.00 358 4,50 5.40
Pawer input kW 450 280 170 450 470
. A 20.60 48 57 6.80 9.90
Current input A 20,60 Q15 59 630 8.00
Refrigerant charge volume ko 2.80 210 2.25 2.80 350
Indoor unit

A flow volume (SH/H/M/L) CFM 1354/1236/1059/883 1000/941/824/710 1177/1059/941/824 1354/1236/1059/883  : 1529/1354/1176/1000
m’/h_ 2300/2100/1800/1500 : 1700/1600/1400/1200 : 2000/1800/1600/1400 : 2300/2100/1800/1500 : 2600/2300/2000/1700

Esp Rated Pa 50 3 50 50 50
Range Pa 0-200 0-160 0-160 0-200 0-200
Sound pressure dB(A) 43/62/40/38 39/38/31/36 13/42/11/40 13/42/40/38 16/ /520
Dimension Outline mm 1400x700%300 1340%655x260 1340x655x240 1400x700<300 1400%700%300
(WxDxH) Package mm 1601x813%365 1568%770x323 1568770323 1601x813%365 1601x813%365
Sound pressure dB(A) 59 57 58 59 60
Dimension . Outline mm 940x370x820 940x370x820 940x370x820 940x370x820 990x370%940
(WxDxH) Package mm 1093%497885 1093%497885 1093x497x885 1093%497885 1153x478x1110
Net weight/Gross weight kg 73.0/30.0 75.0/82.0 76.0/83.0 81.0/88.0 9%.0/103.0
Liquid pipe b (om) 3/8.(9.59) 3/8.(9.5) 3/8(9.59) 3/8(9.52) 3/8(9.52)
Connecting :Gas pipe inch {mm 5/8(159) 5/8(159) 5/8(15.9) 5/8(159) 5/8(159)
Pipe Max distance 30/75 30/75 30/75 30/75 30/75

Performance and consumption data are determined at the following air parameters
Cooling: indoor temperature DB/WB: 27/19°C, outdoor temperature DB/WB: 35/24°C
Heating: indoor temperature DB/WB: 20/15°C, outdoor temperature DB/WB: 7/6°C
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